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Curved handrail with e-li

Ordernumber: 

Commission number:

Z 

Quantity

Quantity

Quantity

Z

Y2X1Y1

R80

Z

Y1 X1 X2 Y2X3

2m
m 

cl
ea

ra
nc

e

Y2

Y1

Z

X1 Y2X2

Y2X3X2X1Y1

43

8ML

40
Ø

R8
0

R80

R8
0

40
Ø

40
Ø

40
Ø

All specifications are stated in mm

L material mounting tool cabin wall protection

□ 17.3mm
□ 22.5mm
□ ................

□ 1.4301 grain 240
□ 1.4301 grain 600
□ ................................

□ Yes
□ No

□ none
□ click-on rosette
□ plastic shim sleeve

strong S strong C

□ Yes
□ No

□ Yes
□ No
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strong S

technical data sheet

support area
120 cm²

designation Strong Spine S-shaped design
application: subsequent back-filling of the 

rear cabin wall
mounting: inside of the cabin
required 
installers: 1 lift mechanic
 wall 

thickness: 1-17mm

material: zinc coated and blue chromated 
steel

required space 
inside elevator 

shaft:
min. 50mm

support area 
on the rear 
cabin wall:

120cm²

application
Strong Spine S-shaped design

straight handrail

curved handrail

continuous 
handrail

"wall-to-wall"

required space for mounting

50
50

40 40

Ø
20

-2
1

1 - 6mm

6.1 - 17mm

mounting tools:
Cone cut drill bit or step drill bit 

(Ø20mm) and Torx T10



strong C

technical data sheet

contact area:
72cm²

25min. mm

designation Strong Spine C-shaped design
application: subsequent back-filling of the 

rear cabin wall
mounting: inside of the cabin
required 
installers: 1 lift mechanic
 wall 

thickness: 1-17mm

material: zinc coated and blue chromated 
steel

required space 
inside elevator 

shaft:
min. 25mm

support area 
on the rear 
cabin wall:

72cm²

application
Strong Spine C-shaped design

straight handrail

curved handrail

continuous 
handrail

"wall-to-wall"

required space for mounting

30
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1 - 6mm

6.1 - 17mm

mounting tools:
Cone cut drill bit or step drill bit 

(Ø20mm) and Torx T10


	Bestellformular gebogener HL mit e-li.pdf
	Leere Seite

	order form 2-sided handrail with e-li design 3.pdf
	Leere Seite


	L: Off
	W: Off
	M: Off
	K: Off
	S: Off
	C: Off
	Z: 
	Anzahl_1: 
	Y1_2: 
	X1_2: 
	X2_2: 
	Y2_2: 
	Z1_2: 
	Anzahl_2: 
	Y1_3: 
	X1_3: 
	X2_3: 
	X3_3: 
	Y2_3: 
	Z1_3: 
	Anzahl_3: 
	Z_4: 
	Y1_4: 
	X1_4: 
	Y1_5: 
	X1_5: 
	X2_5: 
	Y2_5: 
	Z1_5: 
	Y1_6: 
	X1_6: 
	X2_6: 
	X3_6: 
	Y2_6: 
	Z1_6: 
	Anzahl_4: 
	Anzahl_5: 
	Anzahl_6: 
	L2: Off
	W2: Off
	M2: Off
	K2: Off
	S2: Off
	C2: Off
	Y2_4: 
	Bestellnummer2: 
	Kommi2: 
	Lman_2: 
	Werkstoffman_2: 
	Y2: 
	X1: 
	Y1: 
	Lman_1: 
	Werkstoffman_1: 
	Bestellnummer: 
	Kommi: 


